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Junos17.2R1@MX>show interfaces et-0/0/0 detail 
Physical interface: ... Physical link is Up 
 
 ... 
 
 Link-level type: ... LAN-PHY mode, Speed: 100Gbps 
 
 ... 
 
 Input errors: 
   Errors: 5, Drops: 0, Framing errors: 5,... 
 ... 

 PCS statistics                      Seconds 
   Bit errors                            12 
   Errored blocks                        25 
 Ethernet FEC Mode  :                   NONE 
 Ethernet FEC statistics              Errors 
   FEC Corrected Errors                    0 
   FEC Uncorrected Errors                  0 
   FEC Corrected Errors Rate               0 
   FEC Uncorrected Errors Rate             0 

//helpful for realtime troubleshooting 
Junos>monitor interface et-0/0/0

Junos17.2R1@MX>show interfaces et-0/0/0 detail 
Physical interface: ... Physical link is Up 
 
 ... 
 
 Link-level type: ... LAN-PHY mode, Speed: 100Gbps 
 
 ... 
 
 Input errors: 
   Errors: 0, Drops: 0, Framing errors: 0,... 
 ... 

 PCS statistics                      Seconds 
   Bit errors                             0 
   Errored blocks                         0 
 Ethernet FEC Mode  :                  FEC91 
 Ethernet FEC statistics              Errors 
   FEC Corrected Errors                  329 
   FEC Uncorrected Errors                  0 
   FEC Corrected Errors Rate               1 
   FEC Uncorrected Errors Rate             0 
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 400G LR4-6  as CWDM4             no LAN-WDM     

100G ER4 + ZR4

    400G DR4  
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THOMAS.WEIBLE@FLEXOPTIX.NET

1 58 48615
revolutionary flexperts transceiver
development compatibilities



THANK YOU


